
Look at American Technology...

See the Difference.

C E N T E R  H I G H  M O U N T  S T O P  L A M P

CALL US TODAY WITH YOUR 

APPLICATION!

Take a look at the features of this new low 

profile, flush-mount L.E.D. lamp. Uniquely 

combined O.E.M. styling, performance, and 

ease of installation makes this a must see 

product.

Features include:

(28) Super-Bright L.E.D.'s exceeding SAE 

requirements.

Automotive Grade tape for screwless 

installation.

Extended lens flange to cover rough 

openings.

Accomodates 15º-25º mounting angles in a 

compact 9.75" (L) X 1.44" (H) design.

 

Amp pins are pre-terminated on color-coded 

wire leads for easy dealer installs.

Meets or exceeds all applicable industry 

standards.

AMERICAN TECHNOLOGY
COMPONENTS INC

9.75 1.44

voltage
amperage (typical)
ratings & approvals
material

specifications
13.8v dc nominal (9 − 15v dc)

.203amps @ 13.8v dc
s.a.e. u 98

high impact polycarbonate lens

flush mount

28 L.E.D.

p/n AT-LED-28x20-001p/n AT-LED-28x20-001

DimensionsDimensions

stop lamp

incandescent
brake lamps

front lens
assembly

screwless

automotive adhesive
mounting tape

full surface
many existing models of 
retrofit


